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each other or stations licensed prior to June
30, 1997, and on a secondary basis to LMDS
radio stations.

(e) On the condition that harmful in-
terference will not be caused to serv-
ices operating in accordance with the
Table of Frequency Allocations, per-
sons holding valid station authoriza-
tions on July 15, 1963, to provide tele-
vision nonbroadcast pickup service in
the 6525–6575 MHz band may be author-
ized to continue use of the frequencies
specified in their authorization for
such operations until July 15, 1968.

(f) 6425 to 6525 MHz—Mobile Only.
Paired and un-paired operations per-
mitted. Use of this spectrum for direct
delivery of video programs to the gen-
eral public or for multi-channel cable
distribution is not permitted. This
band is co-equally shared with mobile
stations licensed pursuant to parts 74
and 78 of this chapter. The following
channel plans apply.

(1) 1 MHz maximum authorized band-
width channels.

Transmit (or receive) (MHz)
Receive (or

transmit)
(MHz)

6425.5 ................................................................ 6475.5
6450.5 ................................................................ 6500.5

(2) 8 MHz maximum authorized band-
width channels.

Transmit (or receive) (MHz)
Receive (or

transmit)
(MHz)

6430.0 ................................................................ 6480.0
6438.0 ................................................................ 6488.0
6446.0 ................................................................ 6596.0
6455.0 ................................................................ 6505.0
6463.0 ................................................................ 6513.0
6471.0 ................................................................ 6521.0

(3) 25 MHz maximum authorized
bandwidth channels.

Transmit (or receive) (MHz)
Receive (or

transmit)
(MHz)

6437.5 ................................................................ 6487.5
6462.5 ................................................................ 6512.5

(g) The frequency 27.255 MHz in the
27.23–27.28 MHz band is allocated for as-
signment to microwave auxiliary sta-
tions in this service on a shared basis
with other radio services. Assignments
to stations on this frequency will not
be protected from such interference as
may be experienced from the emissions

of industrial, scientific and medical
equipment operating on 27.12 MHz in
accordance with § 2.106 of this chapter.

[61 FR 26677, May 28, 1996, as amended at 62
FR 23168, Apr. 29, 1997; 63 FR 9448, Feb. 25,
1998; 63 FR 14039, Mar. 24, 1998; 65 FR 38332,
June 20, 2000]

§ 101.805 Assignment of frequencies to
mobile stations.

The assignment of frequencies to mo-
bile stations in this service will not be
limited to a single licensee within any
area. However, geographical limits
within which mobile units may operate
may be imposed by the Commission.

§ 101.807 Transmitter power.
Stations in this service will not be

authorized to use transmitters having
a rated power output in excess of the
limits set forth in § 101.113(b) and a
standby transmitter having a rated
power output in excess of that of the
main transmitter with which it is asso-
ciated will not be authorized.

§ 101.809 Bandwidth and emission lim-
itations.

(a) Stations in this service operating
on frequencies in the 27.23–27.28 MHz
band will be authorized to employ only
amplitude modulated or frequency
modulated emission for
radiotelephony. The authorization to
use such emissions will be construed to
include authority to employ
unmodulated emission only for tem-
porary or short periods necessary for
equipment testing incident to the con-
struction and maintenance of the sta-
tion.

(b) Stations in the service operating
on frequencies above 940 MHz may be
authorized to use amplitude modu-
lated, frequency modulated or pulse
type of emission for radiotelephony
and television. In addition, the use of
unmodulated emission may be author-
ized in appropriate cases.

(c) The maximum bandwidths which
will normally be authorized for single
channel operation on frequencies below
500 MHz in this service must not exceed
the limits set forth below:

Type of emission
Authorized
bandwidth

(kHz)
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